	PRELIMINARY DATA INFORMATION FOR NEW/RELOCATED PAPI FACILITIES

	REQUIRED DATA:  (double click on grey areas to enter text)

	Airport Name:       
	Location:       

	Runway:       
	Airport Identifier:       
	Owner of PAPI:       

	Type of PAPI (Ex: PAPI-2L, PAPI-4R):       

	The distance in feet from the RRP to the runway threshold (or the displaced threshold if one exists). Distances to the nearest foot.
	      feet

	The angle the PAPI is set at to the hundredth of a degree.
	     

	The TCH at threshold (or displaced threshold if one exists) to the tenth of a foot.
	     

	PROVIDE FOLLOWING DATA IF AVAILABLE:

	Submit coordinates in NAD/83 or WGS/84 horizontal datum.

Submit elevations in NAVD88 vertical datum.  (may be in EGM-96 if military)

	The elevation of the runway centerline at the RRP. Elevations to the tenth of a foot. (Ex. 750.2)
	      feet

	The coordinates for both ends of the runway and all displaced thresholds (data on record at flight check can be viewed at:  http://avnwww.jccbi.gov/datasheet/ 

	Runway #
	Latitude
	Longitude
	Elevation

	     
	     
	     
	     

	     
	     
	     
	     

	     
	     
	     
	     

	     
	     
	     
	     

	

	Submitted by:       
	Date:       

	Title:       
	Phone:       

	Organization:       
	E-mail:       

	Data forms should be sent to AVN by fax (405) 954-3164 or e-mail 9-AMC-AVN-AVN210-DATA@FAA.GOV  Questions? (405) 954-5698/5878/7937/5930.


Flightcheck Data Submission Format – Revised 6/15/2005


