PRELIMINARY DATA INFORMATION FOR NEW/RELOCATED PAR’S

NEEDED BY AVN FOR ASIS DATA ENTRY

Submit in NAD/83 or WGS/84 datum and indicate which is used.

Coordinates to the hundredth of a second.  

Elevations to the tenth of a foot.  

Distances to the nearest foot. 

Airport Identifier 

Runway Number

Airport Name/Location

Airport Location (City, State)

Owner of Facility

Horizontal datum of geodetic coordinates

Vertical datum of elevations

* * * Runway Data * * * 

Threshold Latitude 

Threshold Longitude 

Threshold Elevation

Displaced Threshold Latitude

Displaced Threshold Longitude 

Displaced Threshold Elevation  

Runway End Latitude 

Runway End Longitude

Runway End Elevation

Runway Length/Width 

Displaced Threshold Distance 

Runway Landing Length

TDZ Elevation  

* * * PAR * * *

Equipment Type

Serial #:

Channel Available (Dual or Single)

Type Of Standby Power

Estimated Commissioning

PAR Antenna Latitude

PAR Antenna Longitude

For each approach:

Runway served
PAR antenna orientation to runway (offset distance and direction)

* * * PROCEDURAL DATA * * *  (from TERPS specialist)

For each approach: 

Runway served

PAR antenna orientation to runway (offset distance and direction) 

Glide Path Angle

RPI elevation

Threshold Crossing Height

GPI distance to threshold

GPI Latitude

GPI Longitude

Data provided by ______________________________ ASK  \* MERGEFORMAT 
Date ____________________
Title ______________________________
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